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NOTES:

1. Fire Hydrant and bury to be set plumb.

2. Bronze hydrant (no paint) to be 3-way Clow #2060 or 2-way Clow #2050. To be determined by District.

3. All bolts Stainless steel type 304 or 316, coated with anti-sieze compound. Tighten bolts per manufacturer's
specification.

4. Thrust blocks shall be placed against undisturbed soil. All bolts shall be free from poured concrete.

5. Pipe material shall be ductile iron class 52.

6. Allfittings shall meet AWWA standard C-153/A21.52-00. All gaskets shall be chloramine resistant as well as meet
AWWA standard C111/A21.11-00 and NSF standard 61.

7. All mechanical joint fittings shall be restrained with EBAA Megalugs. Flange joints may be permitted by District.

8. Nylon hydrant caps shall be color coded to indicate flow. Hydrant caps shall be attached with stainless steel chain or
wire.

9. All requirements are subject to change by District. All plans must be approved by District.

10. District to determine if bollards are required. Other means of protection may be available (large rocks).

11. All underground piping shall be bagged and taped per NCCWD specifications.

12. Pressure test for hydrant run to be tested at a pressure not to exceed the rating of the hydrant. Pressure to be
determined by District.

13. Tapping sleeve to be pressure tested at 100 PSI (air) for 15 minutes.

14. Hydrant Valves located in gutters will not be permitted.

ST[')A\IQIT[,)AAI\LRD NORTH COAST COUNTY WATER DISTRICT

STANDARD FIRE HYDRANT ASSEMBLY NC_1 5
DATE: 12/13/2012 SHT 1 OoF 1
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NOTES:

1. Bollards to be set plumb.

2. Bollards are to be set at District discretion
3. Other means of protecting hydrant may be used upon District approval.

SECTION

6" Thick concrete pad around
hydrant

Top of bollard to be fitted with a
push on galv. end cap

4" @& galv steel pipe to be filled
with concrete

The 4" steel pipe shall
be hot dipped
galvanized.

STANDARD
DETAIL

NORTH COAST COUNTY WATER DISTRICT

DATE: 12/14/2012

FIRE HYDRANT BOLLARDS
(4 POST CONFIGURATION)

NC-16
SHT 1 OF 1
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3-INCH METER

1. 2" RP Backflow Preventer (one unit)

2. 6' Long, 2-1/2" Fire hose.

3. 3" Turbo water meter

4. Notify North County Fire Authority when/where being used. 650-991-8138

5/8' INCH METER

1. %" RP Backflow Preventer

2. %" x %" water meter

3. Meter Support stand

4. Notify North County Fire Authority when/where being used 650-991-8138
NOTE:

1. Spanner wrench to be issued by the District.

ST[')A\STI?AAI\LRD NORTH COAST COUNTY WATER DISTRICT

INSTALLATION OF PORTABLE WATER METERS NC-17
DATE: 1/18/2012 SHT 1 OF 1




Lid marked "WATER"

Asphalt
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2 d ~— 8" min. —
Concrete, 5 sack mix

NOTES

1. Christy G-5 Traffic valve box with cast iron lid.

2. Lid to be marked "WATER".

3. All requirements are subject to change by District. All plans must be
approved by the District.
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WATER VALVE BOX - ROADWAY INSTALLATION NC_1 8
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