Pipe per NCCWD specifications

Obstruction

All thrust blocks poured against
undisturbed soil

AROUND OBSTRUCTIONS
PLAN VIEW

Backfill requirements will vary
depending on obstruction.

Concrete or CDF to encapsulate Pipe per NCCWD specifications
water main for sewer crossing.

2' min.

o

No joints allowed

UNDER OBSTRUCTIONS
PROFILE VIEW

NOTES

1. Thrust blocks required for all fittings. Refer to NC-20. Tandem mega lugs may be substituded for thrust blocks
if approved by District.

2. EBAA megalugs are required with mechanical joint fittings.

3. Do not exceed AWWA C600 allowable deflection in any case.

4. All pipes to be located within right-of-way.

5. Refer to specifications for depth requirements. Depth requirements subject to change depending on obstacle.

STANDARD NORTH COAST COUNTY WATER DISTRICT
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STANDARD PIPE INSTALLATION WITH NC_21
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NOTES

1. 4" thick sand bottom (after installation of service tap).
2. Backfill with material as defined in NCCWD specifications per City of Pacifica Standards.
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TYPICAL SERVICE INSTALLATION TRENCH
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Refer to City of Pacifica
Standards for Slurry Seal
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Refer to City of Pacifica
Standards for Surface Restoration
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6" Initial Backfill, PG&E Sand

6" Bedding, PG&E Sand
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Refer to City of Pacifica
Standards for "T" trench width
and depth

Minimum 6" clearance from
ringline of pipe and undisturbed
trench wall.

1. Refer to District Specifications as well as appropriate agency for compaction and testing requirements.
2. Geofabrics, Foundations, and other appurtenances may be required depending on native materials and

existing field conditions.
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