Christy B-1730 Meter box with steel
lid marked "WATER" (improved
areas) or FL-36 Meter Box with
Fiberlyte lid marked "WATER" 25
(unimproved areas) X

Valve box riser material - SDR-35 or
approved equal \

2" Mueller Valve A-2360 w/2"
square wrench (bronze) \

? 2" Brass thread pipe and

fittings

2" IPT x 2-1/2" Fire Hose
Threads (all brass) with

— cap. Cap to be either
== nylon or brass

Mechanical Joint end cap w/

EBAA mega lugs and thrust

block or Bell end plug .

(mechanically restrained) Mueller Corporation Stop, 300 PSI rated
and thrust block

END OF LINE INSTALLATION

Christy B-1730 Meter box with steel
lid marked "WATER" (improved
areas) or FL-36 Meter Box with

Fiberlyte lid marked "WATER" T e %%U 2" IPT x 2-1/2" Fire Hose
: i ,j

(unimproved areas) X Threads (all brass) with

Valve box riser material - SDR-35 or approved T > ) calp. Cag to be either
equal,extended at least 2" above bottom of box \ nylon or brass
45°
'/ 2" Brass thread pipe and
Mueller Double Strap —/ fittings
Bronze Saddle

(District may require
Ductile Iron Tee in high
pressure water mains)

Mueller Corporation Stop, 300 PSI rated

LOW POINT INSTALLATION

NOTES:
1. ALL BRASS PIPE AND FITTINGS SHALL BE WRAPPED WITH WINMORE 10 MIL TAPE WITH
1/2" OVERLAP.
. BRASS PIPE RISER TO BE SET PLUMB.
. REFER TO NC-03 FOR SERVICE SADDLE REQUIREMENTS.
4. INSTALL CHRISTY BOX FLUSH WITH CONCRETE/ASPHALT. INSTALL STANDARD
FIBRELYTE 2" ABOVE GRADE IN LANDSCAPED AREAS.
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21" MAINLINE - Ia\——r—=

ELEVATION

NOTES:

Christy G-5 valve box with lid marked "WATER".

. Christy Fibrelyte FL-36 box with lid marked "WATER".
6"x4" flanged compact concentric reducer (250 psi rated)
. 6" Mueller 2360 Series resilient gate valve.

Flange x Flange ductile iron spool, 18" length.

6x6 flanged 90° bend.

Flanged x Plain end ductile iron spool, cut to length.
Tyler mechanical joint x flange adapter.

. 6" blind flange with 2"IP tap.

10. Valve box extension SDR-35 (or approved equivalent).
11. 6'x4' concrete pad. 9" deep, 4" above existing grade.
12. 2" MIP x 2-1/2" Male Fire with brass or nylon cap.

13. Thrust Block per NC-20.
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NOTES: 2.
1. Bollards are to be set plumb. -

2. Top of bollard to be fitted with a push on galv. end cap. | 4 :

3. 3" wide red and white reflectorized tape. 4 a

4. 4" @ galv steel pipe to be filled with concrete. o . /—@
5. 18" & concrete poured in place. . P

6

b

. Large rocks may be required or used in lieu of e L Va
ollards if approved by District.

4. - &

ELEVATION (BOLLARD ONLY)

STANDARD NORTH COAST COUNTY WATER DISTRICT
DETAIL
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