18" Min

All bends in Type K
copper pipe shall be
smooth and free from

Corporation Stop.

Mueller No. 25008. Turn Corporation Stop

to the closed position

Mueller double
strap bronze

service saddle
with chloramine

_ resistant gasket.
New Water Main Threads CC.

Curb Valve, Mueller
No. 25209

Compression Union,

Mueller 110 Old Water Main

Cut tubing, crimp,

and bend down

Curb Valve, Mueller
Turn Corporation Stop No. 25209

to the closed position

Corporation Stop.
Mueller No. 25008.

Mueller double
strap bronze
service saddle
with chloramine

. resistant gasket.
Old Water Main New Water Main Thrleads gC

Notes:

1. For standard connection to main, see Standard Detail NC-01.
2. Replace any galvanized services from main to water meter with copper per NC-01.
3. Salvage exposed copper piping, crimp and abandon remaining piping in place.
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ee note 10

Christy G-5 Box 3/8" case
bL hardened chain
| (Saddle and private lock |
Mueller A 2360 support for
NRS gate valve. units above
Epoxy coated. 12" FIRE
Valve face to DEPARTMENT
tapping tee to be JURISDICTION
flanged. Bronze h
operating nut. — ; dlb d
(See Note 7). 12" Min. | T District approved Double
‘\ Detector Check Valve
N S Detection Meter not NN 3%
Distri //<§// \//<\/\ shown 4& \\/\//
istrict approved /\/4\ < N N
tapping sleeve A\ Flanged fittings
4
WATER MAIN See Note 9
See Note 9

Mechanical joint fittings permitted
| here (fully restrained mega lugs)

PRIVATE
RIGHT-OF-WAY PROPERTY

NOTES

1. Backflow post indicator and check valve assembly to be set plumb.

2. Double detector check unit shall be from U.S.C., District approved list.

3. Detection meter shall be purchased through the District.

4. Chlorination and subsequent bacteriological analysis required. Samples to be taken by the District with
payment by owner or installing contractor.

5. All piping material shall be ductile iron Class 52 or as approved by the District.

6. All above ground pipe to be primed with a non-bleeding primer with corrosion resistant paint. Finish coat
and color to be determined by the District.

7. All bolts, nuts, washers shall be type 316 stainless steel. Threads coated with anti-sieze. All bolts shall
be tightened to manufacturer's specifications.

8. Underground pipe to be bagged and taped with one layer of 8 mil polyethylene as per AWWA C-105.

9. Concrete thrust blocks required as per Standard Detail NC-20.

10. Above ground valves to be Mueller OS&Y gate valves or as approved by the District.

11. Chain and lock valves with a case hardened chain and private lock.

12. Device to be tested by an approved tester and tagged by the San Mateo County Health, System
Environmental Health Services Division prior to approval for use.
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Responsibility

Rigid Threaded Brass Fittings or
Copper Piping with Mueller 110

See Note[6]
Compression Fittings. Approved Backflow — ‘\

Gate Valve, (See Note 13)

Christy
G-05 Box \

District See Meter Manufacturer's Specification Sheet for 9]

straight pipe requirements/recomendations.
Property Owner Responsibility

NOTES

1. Backflow unit to be set plumb.

2. Backflow unit gate/ball valves must be supplied by the manufacturer of the backflow unit and approved by
U.S.C certification testing.

3. Installation shall comply with Title 17 Requirements, San Mateo County Health Regulations and NCCWD
Standards.

Device must be from the U.S.C., District approved list.

Install dump port at a minimum of 12"- 36" maximum above grade.

Enclosure optional by owner.

Tap and meter to be installed by North Coast County Water District personnel.

Provide 6" clearance from the enclosure to edge of concrete.

. All piping from meter to point shown above to be brass pipe with screwed fittings or hard copper type K with
Mueller 110 compression fittings.

10. Gate valve lids must be accessible.

11. Device to be tested by an approved tester and tagged with San Mateo County Dept. of Health tag prior to
approval for use.

12. Protection against inclement weather optional by owner.

13. Gate valve to be Milwaukee 105 series malleable iron hand wheel.

14. All bolts, nuts, washers shall by type 304 stainless steel; threads coated with anti-sieze. Bolts shall be
tightened using a torque wrench to manufacturer's specifications/recomendations.

15. Wrap all metallic pipe below grade with 10 mil. x 2" p.e. tape. Use half lap method.

16. All Backflow Assemblies for domestic or irrigation water use shall be Lead Free.

17. All Backflow Assemblies (BFA) shall be located as close as possible/practical to the water meter or Point of
Connection (POC) NCCWD leaves at the side walk, and in no case further than 25' from POC.

18. BFA's shall not be installed in pits or vaults in the ground.

19. If enclosures are used, enclosures shall be located in such a way as to be easily accessible at all times.
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