Responsibility

Rigid Threaded Brass Fittings or
Copper Piping with Mueller 110

See Note[6]
Compression Fittings. Approved Backflow — ‘\

Gate Valve, (See Note 13)

Christy
G-05 Box \

18" 36"

See Meter Manufacturer's Specification Sheet for 9]
straight pipe requirements/recomendations.
Property Owner Responsibility

District

NOTES

1. Backflow unit to be set plumb.

2. Backflow unit gate/ball valves must be supplied by the manufacturer of the backflow unit and approved by
U.S.C certification testing.

3. Installation shall comply with Title 17 Requirements, San Mateo County Health Regulations and NCCWD
Standards.

Device must be from the U.S.C., District approved list.

Install dump port at a minimum of 12"- 36" maximum above grade.

Enclosure optional by owner.

Tap and meter to be installed by North Coast County Water District personnel.

Provide 6" clearance from the enclosure to edge of concrete.

. All piping from meter to point shown above to be brass pipe with screwed fittings or hard copper type K with
Mueller 110 compression fittings.

10. Gate valve lids must be accessible.

11. Device to be tested by an approved tester and tagged with San Mateo County Dept. of Health tag prior to
approval for use.

12. Protection against inclement weather optional by owner.

13. Gate valve to be Milwaukee 105 series malleable iron hand wheel.

14. All bolts, nuts, washers shall by type 304 stainless steel; threads coated with anti-sieze. Bolts shall be
tightened using a torque wrench to manufacturer's specifications/recomendations.

15. Wrap all metallic pipe below grade with 10 mil. x 2" p.e. tape. Use half lap method.

16. All Backflow Assemblies for domestic or irrigation water use shall be Lead Free.

17. All Backflow Assemblies (BFA) shall be located as close as possible/practical to the water meter or Point of
Connection (POC) NCCWD leaves at the side walk, and in no case further than 25' from POC.

18. BFA's shall not be installed in pits or vaults in the ground.

19. If enclosures are used, enclosures shall be located in such a way as to be easily accessible at all times.
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