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6" Ductile Iron Pipe

4" Flanged Pressure
Reducing valve (S.S.

Trim), Cla Val

4" FIx Pl spool w/ Romac—
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approved equal)
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— 6" x 4" Flanged Reducer

| 4" Flanged tee, 4" blind
flange w/2" IP tap

— 4" Flanged Gate Valve

4 x 2 PRESSURE REDUCING STATION

NOTES:

NO SCALE

1. Additional items such as pressure relief valves, unions, etc. may be required.
2. District may require additional taps or Tee's for pressure gauge hook ups.
3. Vault pad to be concrete. Pad to have a location for an installation of a sump pump. Size and location to be

determined by District.
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6" Flange Support Standon Model S89 4" Flange Support Standon Model S89
(304 Stainless Steel Option) (304 Stainless Steel Option)
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HOSE CONNECTION
ASSEMBLY DETAILS,
SEE FIGURE 1,
O @_\ 7 SHEET 2 OF 3
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DETAILS, SEE FIGURE 3, SHEET 2 OF 3
FIGURE 2.
TEE, VERTICAL, FOR
PRESSURE GAUGE
ASSEMBLY, SEE FIGURE 2,
SHEET 2 OF 3
PLAN
6" PRESSURE REDUCING VALVE STATION
NO SCALE
NOTES:

1. Vault to have concrete pad with provisions for a sump pump installation.
2. All piping to be epoxy coated.

3. Additional items may be required.

4. Minimum distance from bottom of pipe to vault floor is 8".
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ELEVATION

FIGURE 1: HOSE CONNECTION

ASSEMBLY DETAILS

ELEVATION

FIGURE 2: PRESSURE GAUGE

NO SCALE

ASSEMBLY DETAILS

NO SCALE

ELEVATION

FIGURE 3: PRESSURE RELIEF SYSTEM

ASSEMBLY DETAILS
NO SCALE
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MATERIALS LEGEND

DESCRIPTION

. 6" D.I. FLANGE BY PLAIN END SPOOL, LENGTH AS REQUIRED.

6" X 4" D.I. FLANGED TEE.

. 6" FLANGED GATE VALVE (MUELLER MODEL 2360).

6" D.I. FLANGE BY FLANGE SPOOL, 6" LONG

. 6" FLANGED PRESSURE REDUCING VALVE (CLA-VAL MODEL 90-01ABKC WITH STAINLESS STEEL TRIM)

6" D.I. FLANGE BY PLAIN END SPOOL, 13" LONG.

. 4" D.l. EBBA FLANGE ADAPTER.
. 4" D.l. FLANGE BY FLANGE SPOOL, 6" LONG.
. 4" X 4" D.l. FLANGE BY FLANGE TEE

4" D.I. BLIND FLANGE TAPPED FOR 2" I.P.T. (IRON PIPE THREAD).

. 2" .P.T. BRASS PIPE NIPPLE, 6" LONG.

2" X 2"1.P.T. BRASS TEE.

. 2" .P.T. BRASS NIPPLE, 4" LONG.

2" |.P.T. BRASS BALL VALVE.

. 2" .P.T. BRASS NIPPLE, APPROX. 12" LONG.
. 4" FLANGED GATE VALVE (MUELLER MODEL 2360)

2" |.P.T. BRASS UNION.

. 2" .P.T. PRESSURE REDUCING VALVE (CLA-VAL MODEL 90-G-01AS)
. 2" BRASS ADAPTER, |.P.T. BY BRASS COMPRESSION CONNECTION.

. 4" FLANGED PRESSURE REDUCING VALVE (CLA-VAL MODEL 90-01ABKC WITH STAINLESS STEEL TRIM).
. 4" D.l. FLANGE BY PLAIN END SPOOL, APPROX 2'-8" LONG.

. 2" BRASS ADAPTER, APPROX 2'-0" LONG.

. 4" D.l. FLANGED COUPLING ADAPTER.

. PRECAST CONCRETE UTILITY VAULT, 14' LONG BY 7' WIDE, DEPTH AS REQUIRED.

. 6" BRASS DOUBLE STRAP SADDLE WITH 2" I.P.T. OUTLET (MUELLER 2B 0899 IP 200).

. 2" BRASS NIPPLE, 6" LONG

. 2" ADAPTER, |.P.T. (FEMALE) BY 2.5" FIRE HOSE THREAD (MALE).

. 2"BY 3/4" |.P.T. BRASS BUSHING.

. 3/4" |.P.T. BRASS STREET ELL.

. 3/4" |.P.T. BRASS NIPPLE, 6" LONG.

. 3/4" |.P.T. BRASS BALL VALVE.

. 3/4" BRASS ADAPTER, I.P.T. BY HOSE THREAD.

. 2"1.P.T. BRASS STREET ELL.

. 2" BRASS ADAPTER, APPROX. 6" LONG.

. 2" 1.P.T. PRESSURE RELIEF VALVE (CLA-VAL MODEL 50-01KC WITH STAINLESS STEEL TRIM).

. 2" 1.P.T. BRASS PIPE, LENGTH AS REQUIRED.

. 2"1.P.T. BRASS 90 DEGREE ELL.

. 2" 1.P.T. BRASS NIPPLE, 4" LONG, WITH STAINLESS STEEL INSECT SCREEN ATTACHED OVER THE PIPE

OPEN END WITH A STAINLESS STEEL HOSE CLAMP.
PRECAST CONCRETE CATCH BASIN WITH GRATE TYPE INLET.

3/4" SIZE DRAIN ROCK, MIN. 12" DEPTH

6" D.l. FLANGE BY FLANGE SPOOL, 16" LONG.

4" STANDON MODEL S89 FLANGE SUPPORT (STAINLESS STEEL 304).
6" STANDON MODEL S89 FLANGE SUPPORT (STAINLESS STEEL 304).
8" STANDON MODEL S89 FLANGE SUPPORT (STAINLESS STEEL 304).
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