Notes:

1. Stagger angles of taps per District approval. 18"
minimum between taps & 24" minimum distance away
from bell pipe or collar.

2. Torque requirements per manufacturer's specifications.
3. Saddles shall be properly sized for kind and size of
pipe according to the manufacturer's instructions.

4. Tap sizes over 2" require a hot tap with a tapping
sleeve. Tap to be performed by a District approved
company.

5. Center meter box over meter(s) to grade.

6. On high pressure water mains, a regulator may be
required on the domestic service lateral. To be installed

after the meter. (Watts 1" USB-Z3)(Watts 3" USB-Z3)
7. Type K Copper required for a min. 10' beyond meter.
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Notes:

1. Stagger angles of taps per District approval. 18"
minimum between taps & 24" minimum distance away
from bell pipe or collar.

2. Torque requirements per manufacturer's specifications.
3. Saddles shall be properly sized for kind and size of
pipe according to the manufacturer's instructions.

4. Tap sizes over 2" requires a hot tap with a tapping
sleeve. Tap to be performed by a District approved
company.

5. Center meter box over meter(s) to grade.

6. On high pressure water mains, a regulator may be
required on the domestic service lateral. To be installed

after the meter. (Watts 1" U5B-Z3)(Watts 3" U5B-Z3)
7. Type K Copper required for a min. 10' beyond meter.
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North Coast County Water District Standard
Service Saddle requirements can be found

on NC-01 & NC-02. Contact the District for
approved Service Saddles to be located on
high pressure lines (200+ psi)

STANDARD
DETAIL

NORTH COAST COUNTY WATER DISTRICT

DATE: 12/21/2012

STANDARD SERVICE SADDLE
REQUIREMENTS

NC-03
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