
NCCWD STANDARD CONSTRUCTION DETAILS 
 

Detail#  Title 
NC-01 ______ Residential Service Connection with Fire Sprinkler (Tee Approved) 
NC-02 ______ Residential Service with Fire Service Upgrade (No Tee) 

NC-03 ______ Standard Service Saddle Requirements 
NC-04 ______ Standard Service Reconnection 
NC-05 ______ Double Detector Check Backflow Unit for a Private Fire Service Above 2” 
NC-06 ______ Reduced Pressure Backflow Preventer, ¾” – 2” 
NC-07 ______ Standard Underground Vault Lid Assembly 

 _____________ An Example of an Approved Underground Vault Lid Assembly (Pg 2) 
 _____________ An Example of an Approved Underground Assembly (Pg 3) 
NC-08 ______ 4” X 2” Pressure Reducing Station 

NC-09 ______ 6” X 4” X 2” Pressure Reducing Station (Pgs 1 – 3) 
NC-10 ______ Deleted 
NC-11 ______ 2” Blowoff Assembly 
NC-12 ______ Existing Transmission Line Blowoff Assembly (Pgs 1 & 2) 
NC-13 ______ 2” Air Release / Vacuum Breaker 
NC-14 ______ Sample Station 
NC-15 ______ Standard Fire Hydrant Assembly  
NC-16 ______ Fire Hydrant Bollards (4 Post Configuration) 
NC-17 ______ Installation of Portable Water Meters 
NC-18 ______ Water Valve Box Roadway Installation 
NC-19 ______ Deleted 
NC-20 ______ Standard Thrust Block Details (Pgs 1 – 3) 
NC-21 ______ Standard Pipe Installation with Obstruction 
NC-22 ______ Typical Service Installation Trench 
NC-23 ______ Standard Trench Detail 
NC-XX _____ Typical Private Atmospheric Vacuum Breaker 
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