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NOTES:

1. Refer to NC-03 for Saddle and Corporation stop requirements.
2. Backfill shall be sand around the pipe/fittings and class Il base rock around the box.
3. All requirements are subject to change by District. All plans must be approved by the District.

A. Guard Shack, Model CSG-1, S.S. Vent / vent housing to be set plumb. Anchor per manufacturer's
recommendations.

B. Fine mesh VC2 2" FIP #10 stainless steel vent cap.

C. 2" Brass threaded pipe and bronze fittings.

D. Christy Fibrelyte FL 36 box (FL36BOX20) w/ lid inscribed "WATER"

E. Concrete pad, 5 sack mix. Pad thickness no less than 6", no less than 9" of concrete from edge of
box and enclosure.

F. 2" Air release / vacuum breaker valve. Valmatic 201c.2 (non-stick fusion bonded epoxy
(internal/external)).

G. 2" Mueller 300 Corporation stop, FIPxFIP.

H. (2) 2" Brass nipples, length TBD in field

| 2" Mueller 300 Corporation stop, MIPxFIP.

J. Double strap bronze service saddle, District may require "Tee".

K. Christy FL36X8 extension (8" TALL).
4. All Brass pipe and bronze fittings shall be sealed with teflon tape and wrapped with Christy 10 mil tape,

¥5" overlap.
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NOTES: SECTION VIEW

1. Refer to NC-03 for Saddle and Corporation stop requirements.
2. Backfill shall be sand around the pipe/fittings and class Il base rock around the box.
3. All requirements are subject to change by District. All plans must be approved by the District.

A. Guard Shack, Model CSG-1, S.S. Vent / vent housing to be set plumb. Anchor per manufacturer's
recommendations.

B. Fine mesh VC2 2" FIP #10 stainless steel vent cap.

C. 2" Brass threaded pipe and bronze fittings.

D. Christy Box B1730 depending on location of air release / vacuum breaker.

E. Concrete pad, 5 sack mix. Pad thickness no less than 6", no less than 9" of concrete from edge of
enclosure.

F. 2" Air release / vacuum breaker valve. Valmatic 201¢.2 (non-stick fusion bonded epoxy
(internal/external)).

G. 2" Mueller 300 Corporation stop, FIPxFIP.

H. (2) 2" Brass nipples, length TBD in field.

I 2" Mueller 300 Corporation stop, MIPxFIP.

J. Double strap bronze service saddle, District may require "Tee".

K. Christy B1730x12 extensions.
4. All Brass pipe and bronze fittings shall be sealed with teflon tape and wrapped with Christy 10 mil tape,

15" overlap.
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Bollards are to be installed at
District discretion. Other means
of protection (large rocks) may be
used in certain circumstances

4" @ Typ.

— 3" Wide red and white
reflectorized tape (typ.)

/a
i Slope surface away Top of pipe is fitted with a galv.
\ ., from sample station push on type steel cap (typ.)
Y 10
<"y '
$ ? / 7 To be filled with concrete after
Concrete Pad <~ ~ T~ ) installation
(5 sack mix) — ° ol | /7 N3
-1 | L | > ( 4 Aﬁl_\ " \
; \ - 6 / —~———Hot dipped galvanized
- RN A -
Christy B-9 7 é{ é i( - I I R
Utility Box—"" - 1
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—> 6" <— / - N> 9" < o Te
rq ) (\) 4 A\ . .'.4 - 4 E "\\18"®
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TOPVIEW > BOLLARD DETAIL
American Machine & Conveyor 5/8"-13 SS ALL-
Corp. EZ Sampling Station Model THREAD ﬁ‘
# EZ-01, District to Specify 87LONG
Length (24", 30", 44") and finish N
(if any). SS NUT— ~SS WASHER
Type K, %" Copper — =
S 2-1/4" X 3/16"J—)
Christy B-9 Box— SQ. WASHER
[
%,"Ballcock Valve, Mueller — ANCHOR DETAIL
Christy B-9
Extension J

a

NAN2 9"

A

4

36" Minimum Cover|

refer to NC-01 for \—Class Il Base Rock, 4"

INANG
* : |— Soil Compacted to 95% relative
compaction
Tap at 45°/,

Water Main  saddle requirement

SECTION VIEW

STANDARD
DETAIL
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