"DT-HD" AND "DTD-HD" HEAVY DUTY
H-20 ALUMINUM HATCH WITH
"SAFETY SURE GRIP"

Style "DT-HD" or "DTD-HD" access hatch. manufactured by Syracuse Castings.

Material shall be 6061-T6 aluminum for bars, angles and extrusions. 1/4" diamond plate shall be 5086
aluminum.

Design of each access hatch shall conform to O.S.H.A. standard 1910.23

Unit designed heavy duty, for H-20 wheel loads, where not subject to high-density traffic. Channel
frame and bearing plates must be cast into and supported by concrete.

Each cover shall be supplied with a heavy duty, stainless steel pneu-spring, for ease of operation when
opening cover. Cover shall be counter-balanced; so one person can easily open the hatch door. Spring
design shall accommodate ease of maintenance.

Each cover shall be equipped with a grade 316 stainless steel hold open arm. Doors shall lock open in
the 90° position. Hold open arm shall be fastened to the frame with a 1/2" grade 316 stainless steel
bolt.

Channel frame shall be of extruded aluminum, with a continuous 1-1/4" anchor flange. Frame shall
have a dovetail groove to accept a 1/8" silicone cushion gasket. Channel frame shall be a minimum of
1/4" thick, with a minimum cross section of 7.5".

Each "DT-HD" and "DTD-HD" style hatch is supplied with a 1-1/2" threaded drain coupler on
underside of channel frame for pipe connection.

Hinges shall be of heavy-duty design. Hinges shall be of cast design out of stainless steel. Each hinge
shall have a 3/8" grade 316 stainless steel pin. Hinges shall be bolted to the channel frame and
diamond plate, with grade 316 stainless steel bolts and ny-lock nuts.

Each hatch shall be supplied with a grade 316 stainless steel slam lock, with keyway protected by a
threaded aluminum plug.

Each cover shall be equipped with a stainless steel lift handle. The lift handle shall be flush with the
top of the 1/4" diamond plate.

Each cover shall be supplied with "Safety Sure Grip" (slip-resistant surface coating), designed to meet
or exceed ADA and OSHA regulations for co-efficient of friction (COF).
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1.) STYLE "DT—HD” ACCESS HATCH, AS
MANUFACTURED FOR UTILITY VAULT CO,
PLEASANTON CA.

2.) UNIT DESIGNED HEAVY DUTY, FOR H—20
WHEEL LOADS, WHERE NOT SUBJECT TO HIGH
DENSITY TRAFFIC. CHANNEL FRAME AND BEARING
PLATES MUST BE CAST INTO & SUPPORTED BY
CONCRETE.

3.) UNIT SUPPLIED WITH HEAVY DUTY STAINLESS
STEEL LIFT ASSIST, FOR EASE OF OPERATION WHEN
OPENING COVER.

4.) COVER SHALL BE EQUIPPED WITH A HOLD
OPEN ARM. DOOR SHALL LOCK OPEN IN THE 90
DEGREE POSITION.

5.) MATERIAL SHALL BE ALUMINUM. EXTERIOR OF
FRAME WHICH COMES IN CONTACT WITH CONCRETE
SHALL HAVE ONE COAT BLACK BITUMINOUS PAINT.

6.) EACH HATCH SHALL BE SUPPLIED WITH A
GRADE 316 STAINLESS STEEL SLAM LOCK (SEE
DETAIL THIS PAGE).

7.) COVER SHALL BE SUPPLIED WITH "SAFETY
SURE GRIP” (SLIP RESISTANT SURFACE) TO MEET
OSHA AND ADA SPECIFICATIONS ON C.O.F.
(CO—EFFICIENT OF FRICTION).

7.) EACH "DT—HD” STYLE HATCH IS SUPPLIED
WITH A 1—1/2" THREADED DRAIN COUPLER OUT
THE BOTTOM OF CHANNEL FRAME TO BE ROUTED
TO A SUITABLE AREA.
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1.) STYLE "DTD—HD” ACCESS HATCH, AS
MANUFACTURED FOR UTILITY VAULT CO,
PLEASANTON CA.

2.) UNIT DESIGNED HEAVY DUTY, FOR H-20
WHEEL LOADS, WHERE NOT SUBJECT TO HIGH
DENSITY TRAFFIC. CHANNEL FRAME AND BEARING
PLATES MUST BE CAST INTO & SUPPORTED BY
CONCRETE.

3.) UNIT SUPPLIED WITH HEAVY DUTY STAINLESS
STEEL LIFT ASSIST, FOR EASE OF OPERATION WHEN
OPENING COVERS.

4.) COVERS SHALL BE EQUIPPED WITH A HOLD
OPEN ARM. DOORS SHALL LOCK OPEN IN THE 90
DEGREE POSITION.

5.) MATERIAL SHALL BE ALUMINUM. EXTERIOR OF
FRAME WHICH COMES IN CONTACT WITH CONCRETE
SHALL HAVE ONE COAT BLACK BITUMINOUS PAINT.

6.) [EACH HATCH SHALL BE SUPPLIED WITH A
GRADE 316 STAINLESS STEEL SLAM LOCK (SEE
DETAIL THIS PAGE).

7.) COVER SHALL BE SUPPLIED WITH "SAFETY
SURE GRIP” (SLIP RESISTANT SURFACE) TO MEET
OSHA AND ADA SPECIFICATIONS ON C.O.F.
(CO—EFFICIENT OF FRICTION).

7.) EACH "DTD—-HD” STYLE HATCH IS SUPPLIED
WITH A 1—1/2" THREADED DRAIN COUPLER OUT
THE BOTTOM OF CHANNEL FRAME TO BE ROUTED
TO A SUITABLE AREA.
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